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Resolving conflicting behavior of the MS and BS around RNG-REQ and RNG-RSP in the case reentry after idle
Zheng Yan-Xiu
Maintenance Task Group
Introduction

This contribution is intended to incorporate changes agreed based on the liaison IEEE L802.16-11/0002.
Proposed Text

[Modify section 6.3.2.3.45 on page 212 in IEEE 802.16-2009 as follows:]
Add the following text to “6.3.2.3.45 MOB_SCN-REP (scanning result report) message” as indicated:

When the report mode is 0b10 (i.e., event triggered) in the most recently received MOB_SCN-RSP, the MS shall transmit a MOB_SCN-REP message to report the scanning results to its serving BS after each scanning period if the trigger condition is met. For a periodic report (i.e., Report Mode is 0b01) and for One-time Scan Report (Report Mode is 0b11), the MS reports the scanning results to its serving BS at the time indicated in the MOB_SCN-RSP message except when it is in the scanning interval. The MS shall include all available scanning results for the requested BSs specified in the said MOB_SCN-RSP message. The MS may transmit a MOB_SCN-REP message to report the scanning results to its serving BS at anytime. The message shall be transmitted on the Primary Management CID. (See Table 148.) The MOB_SCN-REP message may serve as an implicit acknowledgement of the unsolicited MOB_SCN-RSP message with Report mode = 0b01 or 0b11. BS error handling in the case of missing MOB_SCN-REP messages is outside the scope of the standard. 

  


