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 Enable/Disable Femtocell BS Handover Function
Zhaohua Lu, Feng Xie, Yang Liu, Kaiying Lv, Hongyun Qu
ZTE Corporation
Introduction
In <Requirements for WiMAX Femtocell Systems> from SPWG, femtocell BSs should enable/disable handover function to other BSs.

"R-[21] The NAP/NSP SHALL be able to provision, e.g. enable/disable or set preference for the following types of handovers that are allowed on a per WFAP basis:

        •
Macro network to WFAP

        •
WFAP to Macro network

        •
WFAP to WFAP (if supported) "
Based on above requirement, the femtocell BS should tell MS if support handover to other BSs or not to avoid unnecessary frequent handover request from MS.
Add the following text in the end of 15.2.x.y.z (IEEE 80216m-09_0010r2): 

--------------------------------------------- Proposed text -----------------------------------------------------------------
15.2.x Support for femtocell BS
15.2.x.y Handover
15.2.x,y.z Enable/Disable Handover Capability

Considering operator’s requirement, handover between a femtocell BS and other BSs may be not supported, so the femtocell BS should send an indication to tell the MS whether or not support handover to other BSs. The indication can be transmitted through AAI_HO-CMD or AAI_REG-RSP.
--------------------------------------------- End of Proposed text ----------------------------------------------------------








































  


