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	Cmt #
	Type
	category
	related message(  for 'other' : category to be discussed)
	　
	　Suggested Resolution

	168
	T
	Zone swith
	AAI_RNG-RSP
	HO
	Superceded by Comment 194.

	191
	T
	HO
	AAI_HO-CMD
	HO
	Rejected.

Reason:The change here is not good enough for the whole document.

	192
	T
	HO
	AAI_HO-IND
	HO
	Accepted.

	193
	T
	HO
	AAI_HO-CMD
	HO
	Rejected.

Reason: incomplete solution.

	195
	T
	HO
	AAI_HO-CMD
	HO
	Rejected.

Reason: The remedy is incorrect because the condition of Network Reentry Interleaving Interval is wrong.

	196
	T
	HO
	AAI_HO-CMD
	HO
	Accepted modified.

the AMS performs multi-carrier EBB(Established Before Break) HO procedure per 15.2.9.2.9.2.2.1 16.2.8.2.9.2.2

	197
	E
	　
	Editorial
	HO
	Accepted.

	198
	T
	EMBS
	AAI_HO-CMD
	HO
	Deferred to TGm(E-MBS topic).

	201
	T
	HO
	AAI_RNG-ACK
	HO
	Deferred to TGm.

	202
	T
	HO
	AAI_HO-CMD
	HO
	Accepted Modified.


CDMA_RNG_FLAG  |      | If CDMA_RNG_FLAG=0, CDMA based ranging shall be skipped. Otherwise, if set to 1, it                         indicates that ranging shall be done. This parameter shall                  
                                              be included for each target ABS when Mode=0b00; it shall be included when                                                    
                                              Mode = 0b01.    

	203
	T
	HO
	AAI_NBR-ADV
	HO
	Superceded by Comment 404.

	204
	T
	HO
	AAI_NBR-ADV
	HO
	Superceded by Comment 404.

	205
	T
	HO
	AAI_NBR-ADV
	HO
	Superceded by Comment 404.

	206
	T
	HO
	AAI_NBR-ADV
	HO
	Superceded by Comment 404.

	207
	T
	HO
	AAI_NBR-ADV
	HO
	Superceded by Comment 404.

	208
	T
	HO
	AAI_NBR-ADV
	HO
	Superceded by Comment 404.

	209
	T
	HO
	AAI_NBR-ADV
	HO
	Superceded by Comment 404.

	211
	T
	scaning
	AAI-SCN-REQ
	HO
	Rejected.

Reason: Required by the commenter.

	212
	T
	scaning
	AAI-SCN-REQ
	HO
	Deferred to TGm(Femto topic)

	213
	T
	scaning
	AAI-SCN-REQ
	HO
	Accepted modified.

　16.2.3.14 AAI_SCN-RSP
An AAI_SCN-RSP message shall be transmitted by the ABS either unsolicited or in response to an AAI_SCN-REQ message sent by an AMS. An ABS may transmit AAI_SCN-RSP to start AMS scan reporting with or without scanning allocation. If Scan Duration field contains a non-zero value, the system parameters which are carried through SFH shall not be changed during whole scanning duration specified in the AAI_SCN-RSP message. If Scan Duration field contains a non-zero value, scanning interval pattern which includes the AAI_SCN-RSP message replaces previous existing scanning interval pattern.


	214
	T
	scaningv
	AAI-SCN-REQ
	HO
	Accepted modified.
16.2.3.14 AAI_SCN-RSP
An AAI_SCN-RSP message shall be transmitted by the ABS either unsolicited or in response to an AAI_SCN-REQ message sent by an AMS. An ABS may transmit AAI_SCN-RSP to start AMS scan reporting with or without scanning allocation. If Scan Duration field contains a non-zero value, the system parameters which are carried through SFH shall not be changed during whole scanning duration specified in the AAI_SCN-RSP message. If Scan Duration field contains a non-zero value, scanning interval pattern which includes the AAI_SCN-RSP message replaces previous existing scanning interval pattern.


	215
	T
	scaning
	AAI-SCN-RSP
	HO
	Rejected

Reason: required by the commenter.

	216
	T
	scaning
	AAI-SCN-REP
	HO
	Rejected

Reason: required by the commenter.

	245
	T
	NBR req
	AAI_NBR-REQ
	HO
	Deferred to TGm(Femto topic)

	246
	T
	NBR req
	AAI_NBR-REQ
	HO
	Deferred to TGm(Femto topic)



  


