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Clarifications in the trigger condition table (16.2.6.2)
Jaehyuk Jang, Youngbo Cho
Samsung Electronics
Introduction
There are two ‘Table 744’s: one is in pp. 203, and the other is pp. 204. Delete the latter one. And several references are corrected in this contribution.
Proposed Text
Update the following section in D4.

----------------------------------------------------- Start of Proposed Text -----------------------------------------------------

16.2 Medium access control
16.2.6 MAC HO procedures
16.2.6.2 Trigger condition definitions
…
{Remedy 1: Modify the sentences in line 62, page 202 as follows}

The triggering conditions TLV (type xx) in Table xxx is encoded using the description in Table 744. The trigger TLV for another ABS type (which includes ABS type parameter: such as macro, macro hot-zone, Femto and relay, etc) is encoding using the description in Table XY744.
{Remedy 2: Update the Table 744 in pp. 203 as follows}

Table 744—Trigger TLV Description
	Name
	Type
	Length (Bytes)
	Value

	Type/Function/Action
	xx.1
	1
	See Table 745—for description

	Trigger Value
	xx.2
	1
	Trigger value is the value used in comparing measured metric for determining a trigger condition

	Trigger averaging duration
	xx.3
	1
	The averaging parameter used for averaging this trigger metric according to equation (1). If not present, the default trigger averaging parameter in AAI_SCD is used.

0x0: 1

0x1: 1/2

0x2: 1/4

0x3: 1/8

0x4: 1/16

0x5: 1/32

0x6: 1/64

0x7: 1/128

0x8: 1/256

0x9: 1/512

0x10 to 0xFF: reserved

	ABS type
	xy.14
	1
	ABS type of target ABS for this Trigger TLV: (Macro Hot-zone ABS, Femto ABS, etc.)


{Remedy 3: Remove duplicated Table 744 in pp. 204. (There are two Table 744: one is in pp. 203, and the other is pp. 204. Delete the latter one.)}

------------------------------------------------------ End of Proposed Text ------------------------------------------------------


  


