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Resource Retain Time (16.2.3.11)
Jaehyuk Jang, Hyunjeong Kang, Youngkyo Baek, Jung Je Son, Rakesh Taori
Samsung Electronics
Introduction
To be consistent with the description of Resource Retain Time in line 1, page 284 in D6,
The default Resource_Retain_Time indicated in AAI_REG-RSP is used unless AAI_HO-CMD provides Resource_Retain_Time. If AAI_HO-CMD includes Resource_Retain_Time, the value included in AAI_HO-CMD shall be used instead of the value included in AAI_REG-RSP.
the Resource Retain Time in the AAI_HO-CMD message should be optional.

Moreover, if the AAI_REG-RSP is omitted during handover, the Resource Retain Time can be included in the AAI_RNG-RSP message.
Proposed Text

Adopt the following Remedies Nos. 1, 2, 3 and 4.
----------------------------------------------------- Start of Proposed Text -----------------------------------------------------

{Remedy #1: Add the field ‘Resource Retain Time’ in Table 680 in line 14, page 85 in D6}
16.2.3.2 AAI_RNG-RSP
…
Table 680—AAI_RNG-RSP message Field Descriptions
	M/O
	Attributes / Array of attributes
	Size (bits)
	Value / Note
	Conditions

	…


	O
	Resource_Retain_Time
	8
	The time when the serving BS discards MS's context
	May be included if HO Process Optimization Bit #3 is set to 1.


{Remedy #2: Update the field ‘Resource Retain Time’ in Table 691 in line 55, page 108 in D6}
16.2.3.11 AAI_HO-CMD
…
Table 691— AAI_HO-CMD parameters
	M/O
	Attributes / Array of attributes
	Size (bits)
	Value / Note
	Conditions

	…


	O
	Resource_Retain_Time
	8
	The time when the serving BS discards MS's context
	ShallMay be included when Mode = 0b00 or 0b01. If not included, the value included in the AAI_RNG-RSP or AAI_REG-RSP shall be used.

	…



------------------------------------------------------ End of Proposed Text ------------------------------------------------------


  


