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Table Reformatting and Cleanup on AAI-UL-PSR-CFG (16.2.3.34)
Yung-Han Chen
ITRI
Introduction

The reformatted and cleanup text on AAI Uplink Power Status Reporting Configuration (AAI-UL-PSR-CFG) message is proposed. Some editorial corrections are also made.
Proposed Text
Remedy 1:

In the P802.16m/D8, page 181, line 1, adopt the changes indicated by RED & BLUE texts and replace Table 714 with the following table:

--------------------------------------------------  Text Start  -----------------------------------------------------------------
16.2.3.33 AAI-Uplink Power Status Reporting Configuration (AAI-UL-PSR_Config-CFG) message
An AAI-UL_PSR_Config AAI-UL-PSR-CFG message is used to config the AMS uplink power status reporting by unicasting. It is defined as:
Table 714—AAI-UL_RSP-CFG AAI-UL-PSR-CFG message Field Descriptions
	Field
	Size (bit)
	Value/Description
	Condition

	uplinkPowerStatusReport
	1
	disable (0), enable (1)
	N/A

	If (uplinkPowerStatusReport=0b1) {
	
	
	

	txPowerReportThreshold
	4
	txPowerReportThreshold is a 4 bit unsigned integer value in 0.5 dB steps, the specific value "0b1111" shall be interpreted as "infinite"
	Present when uplinkPowerStatusReport is enabled

	txPowerReportMinimumInterval
	4
	txPowerReportMinimumInterval is coded by 4 bit unsigned integer values d representing 2d frames, the specific value d=0b1111 shall be interpreted as "infinite"
	

	txPowerReportPeriodicalInterval
	4
	txPowerReportPeriodicalInterval is coded by 4 bit unsigned integer values d representing 2d frames, the specific value d=0b1111 shall be interpreted as "infinite"
	

	}
	
	
	


--------------------------------------------------  Text End  -----------------------------------------------------------------
Remedy 2:

In the P802.16m/D8, page 81, line 50, adopt the changes indicated by RED & BLUE text in Table 678:

--------------------------------------------------  Text Start  -----------------------------------------------------------------
	49
	Power Control
	AAI-

UL_PSR_ConfigAAI-UL-PSR-CFG
	Uplink Power Status Reporting Configura​tion
	Null
	Unicast


--------------------------------------------------  Text End  -----------------------------------------------------------------
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