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Review AAI-EMBS-CFG ASN.1 code
Joey Chou
Intel
Introduction

This contribution proposes fixes to AAI-EMBS-CFG ASN.1 code, in order to align with AAI-EMBS-CFG table.
Proposed Text
Remedy 1:

In the P802.16m/D9, page1077, line 17, Change as the following:

--------------------------------------------------  Text Start  -----------------------------------------------------------------
-- +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+- 

-- E-MBS Configuration 

-- +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+- 

AAI-EMBS-CFG ::= SEQUENCE { 

    lifetime                       INTEGER (0..15), 

    embsZoneIDInfoArray            SEQUENCE (SIZE(1..8)) OF SEQUENCE {

      embsZoneID                   EMBSZoneID, 

      mapResourceIndex             INTEGER (0..2047), 

      mapSizeOffset                INTEGER (0..31), 

      aaiNbrAdvChangeCount         INTEGER (0..7),

      nbrEmbsZoneInfoArray         SEQUENCE (SIZE(0..8)) OF SEQUENCE {

        nbrEMBSZoneID              EMBSZoneID, 

          carrierIndex             PhyCarrierIndex OPTIONAL, 

          nbrABSInfoArray          SEQUENCE (SIZE(1..256)) OF SEQUENCE { 

            nbrAbsIndex            INTEGER (0..255)} OPTIONAL, 

          -- 16 MSBs is the current E-MBS ID and FID, and 16 LSBs is the
          -- new E-MBS ID and FID
          embsFIDMappingArray      SEQUENCE (SIZE(0..15)) OF SEQUENCE { 
            embsFIDMapping         BIT STRING(SIZE(32))} OPTIONAL
        } 

      }, 

    ... 

    }
--------------------------------------------------  Text End  -----------------------------------------------------------------
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