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Proposal for Cleanup Text for NSP lists in AAI_SBC-REQ/RSP messages (16.2.3.5)
Shaocheng Wang, Muthaiah Venkatachalam, Shantidev Mohanty, Danny Moses, Joey Chou
Intel
1 Introduction
In the 802.16m #70 meeting (Dallas), “Visited NSP ID” & “Visited NSP Realm” were agreed to be added in AAI_SBC-REQ/RSP messages, but were NOT implemented correctly as the original contribution suggested. This contribution proposes some clean-up text for “Visited NSP ID” & “Visited NSP Realm” in AAI_SBC-REQ/RSP messages.
2 Suggested changes in the 802.16m/D10
The following is the proposed change in the 802.16m/D10. Note that the new text is marked with blue and underline; the deleted text are marked with red and strikethrough. 
Suggested change #1: 
Modify Table 682 in page 145, line 33 as the following:
[Note to editor: black text is the existing text; blue text is the new text to insert; red text is the text to delete]

------------------------------------------------- Start of proposed text I--------------------------------------------------
Table 682—AAI-SBC-REQ message Field Descriptions

	Attributes / Array of attributes
	Size (bits)
	Value / Note 
	Conditions

	…
	
	
	

	If (ARS is a sender of AAISBC-

REQ) {
	
	
	//only available during

ARS network entry

phase

	Relay mode
	1
	0b0: TTR relay

0b1: STR relay
	

	Visited NSP ID
	24
	NSP ID of the Network Service

Provider the MS intends

to be the conduit for

authentication to the MS

home network.
	Present as needed

	if (Relay mode == 0b0){
	
	
	

	ARSTTG
	
	ARSTTG value ((s). It shall be less

than 50(s.
	

	ARSRTG
	
	ARSRTG value ((s). It shall be less

than 50(s.
	

	  }
	
	
	

	 }
	
	
	

	Visited NSP ID
	24
	NSP ID of the Network Service

Provider the MS intends

to be the conduit for

authentication to the MS

home network.
	Present as needed

	}
	
	
	


------------------------------------------------- End of proposed text I --------------------------------------------------
Suggested change #2: 

------------------------------------------------- Start of proposed text II--------------------------------------------------
------------------------------------------------- End of proposed text II --------------------------------------------------
Suggested change #4: 

Modify page 1045, line 37 with the following additional text in blue

aRSnetworkentry SEQUENCE {

aRSTTG INTEGER (0..49),

aRSRTG INTEGER (0..49),

relaymode BOOLEAN

} OPTIONAL,
visitedNSPID
NSPID 
OPTIONAL
}, 
visitedNSPID
NSPID 
OPTIONAL
   }, 

   ...
}
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