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Proposed Text for E-MBS MAP and E-MBS Data Information Elements
Qi Wu, Kaushik Josiam, Jaejeong Shim

Samsung Electronics
The following text is proposed to modify IEEE P802.16m/D2.

---------------------------------------------------- Proposed Text #1  ------------------------------------------------
Modify Table 788 as follows

Table 788: E-MBS MAP Structure

	Syntax
	Size in bits 
	Description/Notes

	E-MBS-MAP () {
	-
	-

	EMBS-Zone-ID
	7
	The EMBS Zone ID to which this EMBS MAP apply

	  MSI Length (m)
	2
	0b00 – 2 superframes, 40 ms

0b01 – 4 superframes, 80 ms

0b10 – 8 superframes, 160 ms

0b11 – 16 superframes, 320 ms

	  E-MBS_DATA_IE() 
	-
	-

	  }
	
	

	Padding
	variable
	Padding to reach byte boundary


---------------------------------------------------- Proposed Text #1  --------------------------------------------
---------------------------------------------------- Proposed Text #2 ------------------------------------------------
Modify Table 822 as follows

Table 822: E-MBS DATA Information Elements

	Syntax
	Size in bits
	Description/Notes

	E-MBS-DATA_IE () {
	-
	-

	No. of Multicast STIDs+FIDs
	8
	Total number of MBS streams in the IE

	  For (i=0; i< No. of Multicast STID +FID’s, i++){
	-
	

	  MSTID+FID
	16
	Multicast STID + Flow ID of MBS Stream

	  Isize-offset
	5
	Depends on supported modes, 32modes assumed as baseline

	  E-MBS MIMO Mode
	[TBD]
	E-MBS MIMO Encoding Format

	  E-MBS Resource offset
	[TBD]
	Includes the location and Allocation size

	  E-MBS Resource Index
	[TBD]
	Includes the location and allocation size

	  Allocation Period
	[TBD]
	Frame offset for multiple transmission instances

(in number of frames)


	}
	-
	-

	}
	
	


-----------------------------------------------------End of the Text Proposal ---------------------------------------------------

  


