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Clarification of MAEH Format (16.2.2)
Jaesun Cha, Soojung Jung, Eunkyung Kim, Sungcheol Chang, Hyun Lee, Chulsik Yoon
 ETRI
1 Text Proposal
---------------------------------------------------------Start of the Text----------------------------------------------------------
[Modify Section 16.2.2.2.5 as follows]

16.2.2.2.5 MAC Control ACK Extended Header (MAEH)

The MAEH format is defined in Table 672. This header may be used by ABS and AMS to indicate the reception of a specific, previously received MAC control message, BR without STID header (see 16.2.2.1.3.2). When an ABS or AMS receives a MAC control message or MAC control message fragment with the Polling bit set to 1 in the MCEH, the ABS or AMS shall transmit an MAEH or AAI_MSG-ACK message as an acknowledgement after receiving the complete message with the SN of the MAC control message PDU or the SN of the last received fragment if fragmented.
Table 672 – MAEH Format
	Syntax
	Size (bit)
	Notes

	MAEH () {
	
	

	Type
	4
	Extended header type = 0b0100 (MAEH type)

	MAEH sub-type
	1
	0b0: Indicates reception of a control message
0b1: Indicates reception of a Service Specific Scheduling Control header

	If (MAEH sub-type == 0b0) {
	
	

	ACK_SN
	68
	SN retrieved from the MCEH of the MAC PDU with the Polling bit set to 1

	Control Connection Channel ID (CCC ID)
	1
	Control Connection Channel ID (CCC ID) that the MAC control message is received.

	}
	
	

	Reserved
	Variable3
	For byte alignment

	} 
	
	


[Modify Table 719 as follows]

Table 719 – AAI_MSG-ACK
	M/O
	Attributes / Array of attributes
	Size (bits)
	Value / Note
	Conditions

	M
	ACK_SN
	68
	SN retrieved from MCEH of the received MAD PDU.
	N.A.

	M
	CCC ID
	1
	Control Connection Channel ID (CCC ID) that the MAC management message is received.
	N.A.


---------------------------------------------------------End of the Text----------------------------------------------------------

  


