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Table Reformatting and Cleanup on AAI-SII-ADV (16.2.3.50)
Inuk Jung
LG Electronics
Introduction

Current MAC control message table in 16m/D8 is not clear from a readability point of view. Therefore alternative table format is suggested in this contribution, and the text changes are proposed. 
Proposed Text
Remedy 1:

In the P802.16m/D8, page 234, line 1, replace Table 747 with the follow table:

--------------------------------------------------  Text Start  -----------------------------------------------------------------
Table 747—AAI-SII-ADV message format
	Field
	Size (bit)
	Value/Description
	Condition

	Number of NSP IDs
	4
	Number of Network Service Providers 
	

	for (i=0; i<number of NSP IDs; i++) {
	
	List of the Network Service Provider identifiers 
	

	NSP identifier
	24
	NSP identifier which ABS supports
	

	}
	
	
	

	
	
	
	

	for (i=0; i< number of NSP IDs; i++) {
	
	List of the verbose names of the NSPs. The value of Verbose NSP Name List is a compound list of verbose NSP name lengths and verbose NSP names. The order of the Verbose NSP Name Lengths and Verbose NSP Names presented shall be in the same order as the NSP IDs presented in the NSP List.
	

	verbose NSP name length
	7
	Length of verbose NSP name (in byte)
	

	verboseNspName
	Variable (1 ... 128 x 8)
	Verbose NSP name string
	

	}
	
	
	


--------------------------------------------------  Text End  -----------------------------------------------------------------
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