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Text Modification for frame configuration of relay support (16.6.3)
Chia-Lung Tsai, Jia-Hao Wu, Yu-Tao Hsieh, Pang-An Ting

ITRI

Introduction
This contribution aims to correct some errors in the section 16.6.3.2 of [1]. Furthermore, we suggest expanding Table 976 by adding a column for Duplex type to improve readability.
Proposed text

Black text: text in the subclause 16.6.3.2 of P802.16m/D8
Red Text: delete text 
Blue text: new text
---------------------------------------------------------Start of the Text #1--------------------------------------------------------
[Note to Editor – Modify the text in section 16.6.3.2.3 Set of frame configurations for ARS operation in page 882 as follows]
Table 976-Frame Configuration for ARS operation
	Bandwidth (MHz)
	CP
	Frame configuration index
	Duplex type
	AAI DL Access zone : AAI DL relay zone ratio
	AAI UL Access zone : AAI UL relay zone ratio
	Note

	5/10/20
	1/16
	0
	TDD
	3:3
	1:1
	

	5/10/20
	1/16
	1
	TDD
	3:2
	2:1
	

	5/10/20
	1/16
	2
	TDD
	2:2
	2:2
	

	5/10/20
	1/16
	3
	TDD
	2:1
	3:2
	

	5/10/20
	1/16
	4
	FDD
	4:4
	4:4
	

	5/10/20
	1/8
	0
	TDD
	3:3
	1:1
	

	5/10/20
	1/8
	1
	TDD
	3:2
	2:1
	

	5/10/20
	1/8
	2
	TDD
	2:2
	2:2
	R-TTI shall be equal to 0

	5/10/20
	1/8
	4
	FDD
	4:4
	4:4
	

	5/10/20
	1/8
	17
	TDD
	3:3
	1:1
	

	5/10/20
	1/8
	18
	TDD
	2:3
	1:2
	R-TTI shall be equal to 0

	5/10/20
	1/4
	3
	FDD
	4:3
	4:3
	

	8.75
	1/16
	0
	TDD
	2:3
	1:1
	

	8.75
	1/16
	1
	TDD
	2:2
	2:1
	

	8.75
	1/16
	2
	TDD
	2:1
	3:1
	

	8.75
	1/16
	3
	FDD
	3 4:3
	3 4:3
	

	7
	1/16
	2
	FDD
	4:2
	4:2
	.

	7
	1/8
	2
	FDD
	3:2
	3:2
	

	7
	1/4
	2
	FDD
	3:2
	3:2
	


---------------------------------------------------------End of the Text #1---------------------------------------------------------
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