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Suggested Remedy to the comment #B053
Youngkyo Baek,

Samsung Electronics

Phillip Barber

Huawei Technologies
I. Introduction
This contribution proposes suggested remedy to the comment #B053
II. Proposed text 
II.1 Proposed text 1

In P802.16m/D8, page 54, line 43, modify the text as:
------------------------------------------------- Start of proposed text I--------------------------------------------------

16.2.1.2.1.1 Temporary Station Identifier (TSTID)
A TSTID is used temporarily to protect the mapping between the STID, which is used after network entry, and the AMS MAC Address. TSTID is allocated from the STID number space. The ABS assigns and transfers a TSTID to the AMS by AAI-RNG-RSP during initial ranging procedure. During registration procedure the ABS assigns and transfers an STID to the AMS by encrypted AAI-REG-RSP. The ABS and AMS shall use TSTID in all instances in place of STID until STID has been successfully transmitted by ABS, and AMS has acknowledged STID installation and use as specified in section 16.2.15.6. The ABS and AMS shall release the TSTID when it each 802.16 AAI entity identifies that the AMS peer 802.16 AAI entity has successfully completed the registration procedure as identified in section 16.2.15.6
------------------------------------------------- End of proposed text I --------------------------------------------------
II.2 Proposed text 2
In P802.16m/D8, page 421, line 13, modify the text as:
------------------------------------------------- Start of proposed text 2--------------------------------------------------

The ABS shall trigger the AMS to transmit an AAI-MSG-ACK message by setting Polling bit to 1 in MCEH of the AAI-REG-RSP message. Upon receiving the AAI-REG-RSP, the AMS shall send a BR with STID header containing the STID to transmit AAI-MSG-ACK or PDU including MAEH.  [to editor; delete the space between two paragraphs; combining this paragraph with the next]
Upon ABS successful reception of a BR with STID header containing the STID, or PDU from AMS including MAEH with the STID, T the ABS shall 1) allocate uplink bandwidth using the STID for the AMS, 2) discard the temporary STID , which was allocated during the initial ranging procedure 3) begin use of STID in communications with the AMS , when it allocates uplink bandwidth with the STID for the AMS. The ABS shall retain TSTID and continue use of TSTID until successful installation of STID on the AMS has been verified using the method identified above. The AMS shall discard the temporary STID when it receives an Assignment A-MAP IE CRC-masked using the STID that was assigned through the encrypted AAI-REG-RSP message. The AMS shall retain TSTID and continue use of TSTID until successful installation of STID on the ABS has been verified using the method identified above.

------------------------------------------------- End of proposed text 2 --------------------------------------------------







































































































































































































































































































































































































































































































































































































  


