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1. Introduction
This contribution proposes to clarify S-ABS RTD for S-ABS in AAI-SCN-REP, because the parameter S-ABS RTD for S-ABS in AAI-SCN-REP in D8 can’t be correctly implemented and reformatted in D9.
The Proposed Text in AWD
------------------------------- Text Proposal Start ---------------------------------------------------
[Remedy: Modify Table 693 beginning line 40 on Page 147 in P802.16m/D9 with the followings:]
Table 693—AAI-SCN-REP Message Field Description
	Field
	Size (bit)
	Value/Description
	Condition

	...
	...
	...
	...

	S-ABS RTD
	8
	The S-ABS RTD parameter indicates the round trip delay (RTD) measured by the AMS from the S-ABS. RTD can be given by the latest time advance taken by MS. The value shall be interpreted as an unsigned byte with units of 1/Fs.
	Present if AMS is asked to report RTD

	}
	
	
	

	S-ABS RTD
	8
	The S-ABS RTD parameter indicates the round trip delay (RTD) measured by the AMS from the S-ABS. RTD can be given by the latest time advance taken by MS. The value shall be interpreted as an unsigned byte with units of 1/Fs.
	Present if AMS is asked to report RTD

	...
	...
	...
	...


------------------------------- Text Proposal End ---------------------------------------------------
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