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Clarification of S-SFH application time in AAI-HO-CMD 
Kiseon Ryu
LG Electronics
1. Introduction
Text clarification of AAI-HO-CMD message is needed. This contribution is to resolve the comment #10035.
2. Text proposal for the IEEE 802.16m amendment

--------------Start of Proposed Texts -------------------------------------------------------------------

[Remedy 1: Modify the text as follows, on page 131, line 49:]
16.2.3.12 AAI-HO-CMD
Table 689—AAI-HO-CMD Message Field Description
	Field
	Size (bits)
	Value/Description
	Condition

	S-SFH change count
	4
	S-SFH change count of the reference for the included SFH delta information.
	Shall be included when SFH delta information is included

	S-SFH application time indicator
	1
	Indicate if the SFH delta information at the T-ABS is applied at the Action Time time of AMS network reentry.
0b0: Not applied
0b1: Applied
	Shall be included when SFH delta information is included

	
	
	
	


[Remedy 2: Modify the text as follows, on page 1034, line 21:]
-- +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-

-- Handover Command

-- +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-

AAI-HO-CMD ::= SEQUENCE {

modeCHOICE { 
…
s-SFHApplicationTimeBOOLEAN,
s-SFHApplicationIndication CHOICE {

sfhNotApp,-- 0: SFH delta information is not applied at the action time
sfhApp, -- 1: SFH delta information is applied at the action time
},
…
--------------End of Proposed Text----------------------------------------------------------------------

