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802.3bn	  EPoC	  Ad-‐hoc	  
Mul8ple	  Modula8on	  Profile	  	  (MMP)	  

	  
We’ll	  wait	  a	  few	  minutes	  for	  people	  
to	  join	  the	  bridge	  –	  please	  stand-‐by	  

	  February	  5	  and	  7,	  2013	  
	  

Jorge	  Salinger,	  Comcast	  –	  Chair	  
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Status	  
•  Considered	  realisBc	  use	  cases,	  held	  mulBple	  open	  discussions	  and	  took	  

straw-‐man	  polls	  to	  establish	  the	  potenBal	  consensus	  
•  Four	  possible	  approaches	  discussed:	  

1.  Exclude	  MMP	  from	  the	  EPoC	  Standard	  
2.  Make	  MMP	  an	  opBonal	  feature	  in	  the	  EPoC	  Standard	  
3.  Make	  MMP	  required	  for	  TDD	  and	  not	  required	  for	  FDD	  
4.  Include	  MMP	  in	  the	  EPoC	  Standard	  

•  The	  Ad-‐hoc	  has	  made	  significant	  progress	  on	  the	  evaluaBon	  of	  the	  
benefits	  of	  MMP	  and	  the	  issues	  with	  its	  implementaBon	  
–  The	  benefits	  of	  MMP	  have	  been	  established	  without	  quesBon	  
–  The	  issues	  with	  including	  MMP	  in	  EPoC/EPON	  are	  clearly	  understood	  
–  SoluBons	  for	  including	  MMP	  in	  the	  EPoC	  Standard	  are	  being	  discussed	  

•  Despite	  the	  serious	  effort	  from	  the	  Ad-‐hoc,	  the	  team	  is	  close	  to	  making	  a	  
recommendaBon,	  but	  did	  not	  achieve	  75%	  consensus	  
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RecommendaBons	  from	  the	  Ad-‐Hoc	  

•  ConBnue	  the	  Ad-‐hoc	  and	  its	  current	  objecBve	  
unBl	  the	  802	  Plenary	  in	  March,	  2013	  
– Make	  a	  decision	  on	  whether	  to	  include	  MMP	  or	  not	  
into	  the	  EPoC	  Standard	  

•  If	  the	  Ad-‐hoc	  agrees	  that	  MMP	  should	  be	  
implemented	  in	  some	  or	  all	  use	  cases,	  then	  
expand	  the	  objecBve	  of	  the	  Ad-‐Hoc	  to	  achieve	  
consensus	  on	  how	  MMP	  would	  be	  implemented	  
–  This	  would	  save	  Bme	  in	  the	  overall	  goal	  of	  compleBng	  
the	  standard	  as	  per	  the	  current	  schedule	  
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Next	  Steps	  

•  If	  the	  recommendaBons	  are	  approved	  by	  the	  TF:	  
–  ConBnue	  with	  teleconference	  meeBngs	  as	  needed	  
– Achieve	  consensus	  on	  whether	  MMP	  should	  or	  not	  be	  
supported	  in	  EPoC	  (original	  goal)	  
•  Goal	  will	  be	  to	  achieve	  consensus	  in	  ~2	  weeks	  

–  If	  the	  consensus	  from	  the	  ad-‐hoc	  is	  to	  recommend	  
that	  MMP	  should	  be	  supported	  in	  EPoC	  in	  some	  way,	  
review	  proposals	  on	  how	  MMP	  could	  be	  supported	  

– Discuss	  pros/cons	  of	  proposals	  and	  achieve	  consensus	  
on	  which	  approach	  to	  recommend	  to	  the	  TF	  

–  Bring	  recommendaBons	  to	  the	  next	  plenary	  meeBng	  
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MMP	  Ad-‐hoc	  LogisBcs	  
•  Conference	  Calls	  on	  Tuesdays	  at	  9:00	  –	  10:00	  AM	  ET	  and	  

Thursdays	  at	  1:00	  –	  2:00	  PM	  ET	  
•  AddiBonal	  calls	  as	  needed	  
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Agenda	  

•  Review	  MMP	  benefit	  model	  created	  by	  John	  
Ulm	  

•  Review	  presentaBon	  from	  Qualcomm	  
regarding	  MMP	  implementaBon	  
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