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802.3bn	  EPoC	  Ad-‐hoc	  
Mul8ple	  Modula8on	  Profile	  	  (MMP)	  

	  
We’ll	  wait	  a	  few	  minutes	  for	  people	  
to	  join	  the	  bridge	  –	  please	  stand-‐by	  

	  February	  14,	  2013	  
	  

Jorge	  Salinger,	  Comcast	  –	  Chair	  
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ObjecDves	  of	  the	  Ad-‐Hoc	  

•  ConDnue	  the	  Ad-‐hoc	  and	  its	  current	  objecDve	  
unDl	  the	  802	  Plenary	  in	  March,	  2013	  
– Make	  a	  decision	  on	  whether	  to	  include	  MMP	  or	  not	  
into	  the	  EPoC	  Standard	  

•  If	  the	  Ad-‐hoc	  agrees	  that	  MMP	  should	  be	  
implemented	  in	  some	  or	  all	  use	  cases,	  then	  
expand	  the	  objecDve	  of	  the	  Ad-‐Hoc	  to	  achieve	  
consensus	  on	  how	  MMP	  would	  be	  implemented	  
–  This	  would	  save	  Dme	  in	  the	  overall	  goal	  of	  compleDng	  
the	  standard	  as	  per	  the	  current	  schedule	  
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MMP	  Ad-‐hoc	  LogisDcs	  
•  Conference	  Calls	  on	  Tuesdays	  at	  9:00	  –	  10:00	  AM	  ET	  and	  

Thursdays	  at	  1:00	  –	  2:00	  PM	  ET	  
•  AddiDonal	  calls	  as	  needed	  
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Agenda	  

•  AWendance	  
•  Review	  IEEE	  Patent	  Policy	  
•  Review	  Straw-‐polls	  
•  PresentaDon	  from	  Ed	  Boyd	  
•  PresentaDon	  from	  Juan	  Montojo	  
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Straw-‐polls	  from	  F2F	  in	  Phoenix	  
Straw-‐
poll	  

Yes	   No	  

1	   Exclude	  MMP	  from	  the	  EPoC	  Standard	   8	   14	  

2	   Make	  MMP	  an	  opDonal	  feature	  in	  the	  EPoC	  Standard	   13	   9	  

3	   Make	  MMP	  required	  for	  TDD	   10	   12	  

4	   Make	  MMP	  required	  for	  FDD	   10	   14	  

5	   Include	  MMP	  as	  a	  requirement	  in	  the	  EPoC	  Standard	   11	   12	  

•  It	  is	  clear	  from	  the	  vote	  that:	  
–  A	  group	  would	  like	  to	  include	  MMP,	  but	  not	  reach	  75%	  majority	  
–  A	  group	  would	  prefer	  to	  exclude	  MMP	  from	  the	  EPoC	  standard	  

•  Many	  discussions	  followed	  the	  F2F	  about	  making	  MMP	  
required	  for	  TDD	  and	  either	  opDonal	  or	  not	  required	  for	  FDD	  
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Straw-‐poll	  #1	  

•  Should	  MMP	  be	  required	  for	  TDD?	  
YES: 	  21 	  NO: 	  2 	  Undecided:	  6	  

	  
•  It	  seems	  we	  have	  agreement	  with	  respect	  to	  
this	  opDon.	  
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Straw-‐polls	  #2,	  #3	  and	  #4	  

•  Should	  MMP	  be	  specified	  for	  DS	  in	  FDD?	  
YES: 	  9 	  NO: 	  9 	  Undecided:	  10	  

•  Should	  MMP	  be	  required	  for	  DS	  in	  FDD?	  
YES: 	  3 	  NO:	  18 	  Undecided:	  7	  

•  Should	  MMP	  be	  opDonal	  for	  DS	  in	  FDD?	  
YES: 	  7 	  NO: 	  17 	  Undecided:	  4	  
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Straw-‐polls	  #5,	  #6	  and	  #7	  

•  Should	  MMP	  be	  specified	  for	  US	  in	  FDD?	  
YES: 	  15 	  NO: 	  3 	  Undecided:	  9	  

•  Should	  MMP	  be	  required	  for	  US	  in	  FDD?	  
YES: 	  9 	  NO: 	  9 	  Undecided:	  10	  

•  Should	  MMP	  be	  opDonal	  for	  US	  in	  FDD?	  
YES: 	  8 	  NO: 	  14 	  Undecided:	  6	  

	  


